
JM3-050A  J SERIES DC CROSSFLOW FAN
VOLTAGE 24V

BEARINGS Ball Bearings

MOTOR DC Brushless Type 3-phase

IMPELLER Aluminum Alloy

LENGTH (C) Min 19.1in (486mm), Max 26.2in (666mm)

AIRFLOW 134~184 CFM (3.8~5.2 m3/min)

OPERATING TEMP 0oC~45oC

OPERATING LIFE 30,000 hours @ 40oC

Model Number
inches (mm)

V A RPM
Pressure (P) Airflow (Q)

dBA kg
A B C mmAq inH

2
O m3/min CFM

JM3-05042A24-3B B
16.9
(430)

17.3
(440)

19.1
(486) 24 0.46 2800 2.0 0.08 3.8 134 43 1.00

JM3-05052A24-3B C
20.9
(530)

21.3
(540)

23.1
(586) 24 0.49 2750 2.0 0.08 4.6 162 43 1.10

JM3-05060A24-3B D
24.0
(610)

24.4
(620)

26.2
(666) 24 0.55 2700 1.9 0.07 5.2 184 42 1.20

1.888.546.0524  | 1.610.594.6000  |  sales@pelonistech.com  |  www.pelonistechnologies.com

31

2.0

2.5

1.5

1.0

0.5

0.0

m
m

A
q

0 3 5

m³min

B

1 2

C

4

D

6

hole

(3
4)

1.
34

Ø
 (5

6) (7
5)

3.23
(82)

2.
95


