
PTA9725A  MINI BLOWER SERIES
H I G H  S P E E D - H I G H  P R E C I S I O N

98 x 101 x 56mm     (3.86 x 3.98 x 2.20in)
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Model Number
Voltage

(V)

Range

(VDC)

Current

(A)

Power

(W)

Speed

(RPM) (CFM)        (m3/min) (inH
2
O)        (mmAq)

Noise

(dBA)

     PTA9725H05S-A 5 1.8~3.6 0.58 2.9 8000 15.18 0.43 1.66 42.16 54.8

     PTA9725H24B-A 24 18~26.5 0.67 1608 14100 28.47 0.806 6.55 166.33 68.5

     PTA9725LH24B-A 24 18~26.5 1.55 37.2 20000 37.05 1.049 9.56 271.09 74.0

47.5 mm

(1.87 in)

40.5 mm

(1.59 in)

98 ± 0.5mm
(3.8 in)

45.5 mm

(1.79 in)

3- Ø4.3 ± 0.2 mm
(1.58 in)

37.62 mm
(1.48 in)

28.8 mm

(1.13 in)

101.3 ± 0.5 mm
(3.98 in)

48.6 mm
(1.91 in)

3.15 mm

(0.12 in)

Ø1.98
(0.077)

56.6 ± 0.5 mm
(2.22 in)

0.9 mm
(0.03 in)

50.4 mm
(1.98 in)

330 ± 10 mm
(12.99 in)

5 ± 1 mm
(0.19 in)

5.49 mm
(0.21 in)

24.3 mm
(0.95 in)

20.25 mm
(0.79 in)

28.32 mm
(1.11 in)

CFM
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20000 RPM
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14100 RPM

Ball Bearings

PWM Speed Control

RoHS
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